Viatech Cable Solutions Ltd +353 1 5442333 VIA-COMP-006-OP-VT-BK
Unit 2C, City Link Business Park info@viatechcablesolutions.com

Old Naas Road, Inétore, Dublin 12, sales@viatechcablesolutions.com
D12 WV91, Ireland www.Viatechcablesolutions.com

VIA-COMP-006-OF-VT-BK

CABLEEONSTRUCTION

This cableis designed foroutdoor use, providing exceptional durability
and resistance to environmentdhctors, including UV exposure.

For optimal longevity in harsh outdooconditions, installation within
suitable protective outdoor ducting isecommended.

Waterblock tape and outejacket to be removed from product
when entering the building.

CPR Classifation B2ca for inner product only.

Components

1 x 18 AWG 4 CorREQUEST EXIT)

1 x18 AWG 4ore DOOR CONTACT

1x 18 AWG 4 Core (SOUNDER)

1x22 AWGRS 485 Pair 18 AWG 4 COREEADERY)

1 x22 AWGRS 485 Pair 18 AWG 4 COREEADERUT)
1x16 AWG 2 Core (ELECTRIFIED LOCK)

Layup
6 Units Laid Up

Aluminium Tape

Ripcord
Installed beneath sheath to aid stripping during installation

Components Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Components SheatRolour
Violet

Outer Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Outer Sheath Colour
Violet

ExternalSheath
Extruded PE (Polyethylene)

ExternalSheathColour
Blad

Print Legend

Physical Properties

Minimum Bend Radius 8 x OveralDiameter
Operating Temperature Range -40°C to +70°C

Electrical Characteristics
Maximum Voltage 300v

Nominal Dimensions
ExternalSheath Diameter 20.2 /+1mm
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REQUEST TO EXIT

Conductors
18 AWG Stranded Copper

Core Insulation
Extruded LSH (Lov Snoke Zero Habgen)

Layup
4 Insulated Cores

Core Colours
Red, Black, Green, Grey

Screening
Aluminium Tape

DrainWire
Tinned Copper

Ripcord

Viatech Cable Solutions Ltd
Unit 2C, City Link Business Park
Old Naas Road, Inatore, Dublin 12,

D12 WV91, Ireland

Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Sheath Colour
Violet

Print Legend
REQUESIOEXT

+353 1 5442333
info@viatechcablesolutions.com

sales@viatechcablesolutions.co
www. viatechcablesolutions.com

DOOR CONTACT

Conductors
18 AWG Stranded Copper

Core
Extruded LSZH (Low Smoke Zero Halogen)

Layup
4 Insulated Cores

Core Colours
Red, Black, Grey, Blue

Screening
Aluminium Tape

DrainWire
Tinned Copper

Ripcord

VIA-COMP-006-OSP-VT-BK

Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen

Sheath Colour
Violet

Print Legend
DOORCONTACT
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Viatech Cable Solutions Ltd
Unit 2C, City Link Business Park

Old Naas Road, Inatore, Dublin 12,
D12 WV91, Ireland

Conductors
18 AWG Stranded Copper

Core Insulation
Extruded LSZH (Low Smoke Zero Halogen)

Layup
4 Insulated Cores

Core Colours
Red, Black, Grey, Orange

Screening
Aluminium Tape

DrainWire
Tinned Copper

Ripcord
Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Sheath Colour
Violet

Print Legend
SOUNDER

+353 1 5442333
info@viatechcablesolutions.com
sales@viatechcablesolutions.com
www.Vviatechcablesolutions.com

VIA-COMP-006-OSP-VT-BK

Conductors
1x22 AWG RS 485 Pair + 18 AWG 4 Core

Screening
AluminiumTape

DrainWire
Tinned Copper

Ripcord
Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Sheath Colour
Violet

Print Legend
READER

22 AWG RS 485kt

Conductors
22 AWG Stranded Copper

Screening
Aluminium Tape

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Layup
2 Insulated Cores Twisted Togeth#&? twiss per foot

Core Colours
Green White

18 AWG Cores

Conductors
18 AWG Stranded Copper

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Core Colours
Red, Black, Blue, Grey
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Viatech Cable Solutions Ltd

Unit 2C, City Link Business Park
Old Naas Road, Inatore, Dublin 12,
D12 WV91, Ireland

Conductors
1x22 AWG RS 485 Pair+ 18 AWG 4 Core

Screening
Aluminium Tape

DrainWire
Tinned Copper

Ripcord
Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Sheath Colour
Violet

Print Legend

22 AWG RS 4854

Conductors
22 AWG Stranded Copper

Screening
AluminiumTape

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Layup
2 Inaulated Cores Twisted Together. 12 twists per foot

Core Colours
Green White

18 AWG Cores

Conductors
18 AWG Stranded Copper

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Core Colours
Red, Black, Blue, Grey

+353 1 5442333
info@viatechcablesolutions.com
sales@viatechcablesolutions.com
www. viatechcablesolutions.com

ELECTRIFIED LOCK

Conductors
16 AWG Stranded Copper

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Layup
2 Insulated Cores

Core Colours
Black, Red

Screening
AluminiumTape

DrainWire
Tinned Copper

Ripcord
Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Sheath Colour
Violet

Print Legend
ELECTRIFIED LOCK

VIA-COMP-006-OSP-VT-BK
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