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VIA-COMP-018-VT

CABLE CONSTRUCTION REQUEST TO EXIT

Conductors
18 AWG Stranded Copper

Components Corelnsulation
1x 18 AWG 4 CorBEQUEST EXIT) Extruded LSH (Low Snoke Zero Habgen)
1x 18 AWG 4 Core (DOOR CONTACT)
1x 18 AWG 4 Core (SOUNDER) Layup
1 x 22 AWRS 48Fair+ 18 AWG 4ore (READER 4 Insulated Cores
1 x 16 AW@ Core (ELECTRIFIED LOCK)

Core Mlours
Layup Red, Black, Green, Grey
5 Units Laid Up

Screening
Binding and Segration AluminiumTape
AluminiumTape

DrainWire
Ripcord Tinned Copper
Installed beneath sheath to aid stripping during installation

Ripcord

Inner Sheath

Installed beneath sheath to aid stripping during installation
Extruded LSH (Lowv Snoke Zero Habgen)

Inner Sheath Mlour Sheath
Violet Extruded LSZH (Low Smoke Zero Halogen)

Outer Sheath Sheath Col
Extruded LSZH (Low Smoke Zero Halogen) eath Lolour
Outer Sheath Colour

Violet Print Legend

REQUEST TO EXIT
Print Legend
VIA-COMP-018-VT [REF NOJ[CPR CLASSIFICATION][CE]
[METERMARK]YEAR]

Physical Properties

Minimum Bend Radius 8 x OveralDiameter
Operating Temperature Range -40°C to +70°C

Electrical Characteristics
Maximum Voltage 300v

Nominal Dimensions
Outer Sheath Diameter 16.1 +/-1

CPR Classification B2ca
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DOOR CONTACT

Conductors
18 AWG Stranded Copper

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Layup
4 Insulated Cores

Core Colours
Red, Black, Grey, Blue

Screening
AluminiumTape

DrainWire
Tinned Copper

Ripcord
Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Sheath Colour
Violet

Print Legend
DOORCONTACT

+353 1 544 2333
info@viatechcablesolutions.com
sales@viatechcablesolutions.com
www.viatechcablesolutions.com

Conductors
18 AWG Stranded Copper

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Layup
4 Insulated Cores

Core Colours
Red, Black, Grey, Orange

Screening
AluminiumTape

DrainWire
Tinned Copper

Ripcord
Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Sheath Colour
Violet

Print Legend
SOUNDER
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Conductors
1 x 22 AW@RS 48Fair+ 18 AWG 4ore

Screening
AluminiumTape

DrainWire
Tinned Copper

Ripcord

Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Sheath Colour
Violet

Print Legend

22 AWG RS 485k

Conductors
22 AWG Stranded Copper

Screening
AluminiumTape

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Layup
2 Insulated Cores Twisted Together. 12 twists per

Core Colours
White,

18 AWG Cores

Conductors
18 AWG Stranded Copper

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Core Colours
Red, Black, Blue, Grey
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ELECTRIFIED LOCK

Conductors
16 AWG Stranded Copper

Corelnsulation
Extruded LSZH (Low Smoke Zero Halogen)

Layup
2 Insulated Cores

Core Colours
Black, Red

Screening
AluminiumTape

DrainWire
Tinned Copper

Ripcord
Installed beneath sheath to aid stripping during installation

Sheath
Extruded LSZH (Low Smoke Zero Halogen)

Sheath Colour
Violet

Print Legend
ELECTRIFIED LOCK
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