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Handle the VIA-COMP®-029-VT cable with care to avoid crushing, kinking, or excessive pulling, which can damage internal 
cores or external insulation.

VIA-COMP- INSTALLATION

VIA-COMP-INSTALLATION

VIA-COMP® Installation Guidelines                                            
                                   

INTRODUCT

        

of composite security/access control cables.                                                          
Guidelines ensure proper handling, containment, and installation to maintain performance 

variant-specific limits. 

• IDF/MDF Room Headend trunking: MIN 150 mm × 150 mm – MAX 225 mm × 225 mm.

GENERAL 

• After installation: Inspect for damage, test continuity/insulation where applicable. 
• Pulling: Use approved lubricant if needed; avoid sudden jerks.  

                             

PHYSICAL HANDLING and INSTALLATION 

• Installation temperature: Cables must be at least 0°C (consult datasheet/Cable Storage 
 and Handling Guidelines if colder). 

CABLE LENGTH                                                                                           
Maximum recommended: 100 metres (ensures optimal access control performance). 

BEND RADIUS                                                                      

Exceeding this can cause hidden damage that appears later and may
void warranty/CPR. 

 Cable OD  Recommended Conduit (ID) 
< 10mm   Min 16mm–20mm 
10–20mm  Min 25mm –32mm                                     
20–30mm  Min 32mm–40mm 

CONTAINMENT 

and CPR compliance.                                                                                                
Always refer to the specific cable datasheet for nominal dimensions, bend radius, and any 

• Main cable run: basket or cable tray. 
• All metal edges: smooth, deburred, with protective guards/sleeves to prevent sheath abrasion. 
•     From  main  spine:  dedicated  steel  conduit  (straight  run  recommended  to  access  control 

junction box). 

Minimum bend radius: 8 × cable outer diameter (must not be exceeded).                                                 

• Handle with care — avoid crushing, kinking, excessive pulling, or dragging over 
rough surfaces. Use cable jacks or rollers. 

Store and transport in accordance with the VIA-COMP® Cable Storage and Handling Guidelines. 
Failure to adhere to these guidelines may void the warranty and affect system reliability.   

ION and SCOPE 
This document specifies requirements for the installation of the entire VIA-COMP® range 
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