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VIA-COMP-INSTALLATION

Handle the VIA-COMP®-029-VT cable with care to avoid crushing, kinking, or excessive pulling, which can damage internal 
cores or external insulation.

VIA-COMP- STORAGE

 

PHYSICAL HANDLING and TRANSPORT 

• Secure cable ends to the reel flange before moving/rolling. Roll reels only in the 

original winding direction to avoid loosening/snags. 

• Use proper equipment: Forklift forks at 90° to flanges (never between), or lifting 

bar/spreader for cranes. Avoid dragging or dropping. 

 

• Keep in a dry, well-ventilated warehouse or indoor space: 5°C to 30°C (41°F to 

86°F), 10–60% relative humidity. 

• Protect from direct sunlight (UV), heat sources, chemicals (acids/alkalis/corrosives), 

rain, snow, or dust. 

• Do not store directly on the ground.                                                                            

Use pallets, racks, or shelves on flat, hard surfaces. 

• Cover reels to shield from dust. Immediately seal cut cable ends (heat-shrink caps 

STORAGE 

with adhesive or equivalent) to prevent moisture ingress. 

VIA-COMP® Cable Storage and Handling Guidelines                                                                                         
      

• Store and transport cables correctly to prevent deformation.                                   
Failure to adhere may void warranty and CPR compliance. 

• Large reels: Store upright on their flanges only. Chock both sides to prevent 

rolling. Align flange-to-flange. Do not stack reels or lay them on their side. 

•     If  cables  are  very  cold,  acclimatise  them  in  a  heated  area  before  any  bending, 

pulling, or installation. 

• Never bend, pull, or install below -10°C (14°F) without first warming them. 
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