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VIA-COMP-017-OSP-VT-BK

CABLE CONSTRUCTION

External Sheath Colour

Black

Print Legend |
Conductors VIA-COMP-017-OSP-VT-BK[REF NO]J[CPR CLASSIFICATION][CE] i
1 x 18 AWG 2 Core Stranded Copper [METER MARK][YEAR]

Core Insulation

Physical Properties
Extruded LSZH (Low Smoke Zero Halogen)

Minimum Bend Radius 8 x Overall Diameter
Operating Temperature Range -40°C to +70°C
Layup
2 Insulated Cores Electrical Characteristics
Maximum Voltage 300v
Core Colours
Red, Black Nominal Dimensions
External Sheath Diameter 6.7 +/-1mm
Screening
Aluminium Tape e
Recommended Conduit Size 16mm - 20mm
.l?i:]ar:';:vc'ge or View our Website for: VIA-COMP® Installation Guidelines
PP VIA-COMP® Storage and Handling Guidelines
Ripcord

Installed beneath sheath to aid stripping during installation

CPR CLASSIFICATION

Outer Sheath

Extruded LSZH (Low Smoke Zero Halogen) This cable is designed for outdoor use, providing exceptional durability
and resistance to environmental factors, including UV exposure.

Outer Sheath Colour For optimal longevity in harsh outdoor conditions, installation within

Violet suitable protective outdoor ducting is recommended.

Water Blocking Tape and Black External Sheath to be removed from

Print Legend product when entering the building.

VIA-COMP-017-VT[REF NO][CPR CLASSIFICATION][CE]
METER MARK][YEAR . . .
[ It ] CPR Classification B2ca for inner product only.

Water Blocking Tape
Water Blocking tape for enhanced water and moisture
resistance installed beneath the external sheath

Ripcord
Installed beneath sheath to aid stripping during installation

External Sheath
Extruded PE (Polyethylene)

Copyright ©2022 Viatech Cable Solutions Ltd. All Rights Reserved.

o) All information presented herein should be used as a guide only and may be indicative with
@) @) V | A T E C H theoretical nominals calculated prior to the manufacture and testing of the finished product.
OO/ Viatech assumes no liability occurring due to the use of the specification described herein and
reserves the right to make changes to the product described without prior notice.

Errors & Omissions Excepted.

This product is a registered design and proprietary of Viatech Cable Solutions LTD
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